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FILLING SYSTEMS

Mayonnaise & Candiments

WEIGHT DOSING SYNCHRO-BLOC IN ULTRA CLEAM EDITION

CHHXPOERNOK C BECOBBIM PO3TMBOM ULTRA CLEAN ELINONHERKWA

- closed filling and capping chamber

- overpressure sterile air supply for filling in clean environment

- bottles sterilization with ozonated water or
hydrogen peroxide (Hy0q)

- sterile air supply device with HEPA filters

- total control of the dosed weight and of the cap

- rejection of non-conforming product on a separate
parallel conveyor

- completely automatic CIP and SIP cleaning with spherical
and adjustable nozzles

- return of the cleaning solutions to the CIP system

MNET WEIGHT TECHNOLDGY FOR DOSING AND FILLING

- 38KpLITaR KaMepa PoannBa M YKyNopKH

- NQAa4a CTEPMNEHOMD BO3AYXa C CBEPXAaBNEHHEM ANA 0DeCneYeHun
YWCTOrO po3nuBea

- CTEPMNM3EUNA BYTHINOK 030HMPOBaHHON BOOOH MNK NEDEKNCHED
Bogopoaa (Hy0o)

- YyCTpo ACTBO ANA Nogaym CTEPHNBHOMD BO20YXa C MCNON630BaHWEM

HEPA dunsTpos

- MONMHBIA KOHTPONb [03MPOBAHHOTD BECA M 3aKPhITON KPBILIKM
- 0TBPaK0BKa HECOOTBETCTBYIOWIEH KAYECTRY BYThINKM Ha Napannen bHbii

KOHBeiep

- MONHOCTEE 3BTOMaTHYecKaA CIP W SIP MOKa COBpMYHRIMK 1

HanpagneHHbliMK OO33MH

- TADAHTWPOBAHHKI OTBOI MOKLIMX DACTEOPOB 0GPATHO B CIP CHCTEMY

HETTO BECOBAA TEXHONOTMA AN NOZWMPOBAHWA W PO3NMABA

- highest grade of load cells

- patented by INDEX-6® filling valve

- high flow velocity

- prevention of foaming

- weight range of 0.1 kg fo 3.0 kg

- weight deviation to 1.0 gr depending on the
homogeneity of the product

- BECOBLIE JaT4YWKKW CAMOr0 BhICOKOIO Knacca

- NaTeHTOBAHHbIR INDEX-6% HanonHRKWKWA KNanaH
- BLICOKAA CKOPOCTE MOTOKa/nogadum

- OTCYTCTBME 06Da30BAHKA NeHbI

- Bec poanuea B gwanaaone 0.1 kg 0o 3.0 kg

- OTKNOHekue Ao 1.0 rpaMMoB B 3aBUCHMOCTH

0T TOMOMEHHOCTH NpoAaYKTa







PICK & PLACE CLOSING MECHANISM

- special design grippers according to different caps shapes

- linear caps orientator sorter and feeder

- integrated caps treatment device by UV light or sterilization solutions
- quick caps release system

- easy removal of remaining caps from the feeder and the caps chute

PICK & PLACE YKYMOPQ4HbIA MEXAHW3M

- 3aXBaThbl ANA KPbiWeK CneunankHoro gusaiHa Ans CoOTBETCTEMA
0CODEHHOCTAM KphILWEK

- INHERHbIA OPUEHTATOP KPbILEK KM UX NOAaYM

- yCTpoiCcTEO 06paboTKM Kpbwek UV-ydeHreM WK CTEDUNM3YIOWMMA
pacTBOpamm

- ycTpoicTBO BbicTporo oceofoxaeHKA U cOpOCa KphILEK

- NIErKoe W3BNEYEHNE OCTaTKE KPLILWEK M3 KPbILUKONOAaKLWero
yCTpoAcTEa




- volumetric dosing with servodrive

- linear and rotary filling machines

- automatic setting of the dosed volume

- memory functions

- CIP connection for automatic washing

- automatic extraction of the pistons from the cylinders
for perfect cleaning of the piston heads

KINACCHMYECKAA TEXHONOM WA PO3NMBA

- po3nue no 06LEMY C CEPBEONPUEDLOM

- MMHEHHEIE ¥ POTOPHBIE MalKHLI PO3NME]

- ABTOMATHYECKaR YCTAHOBKA J03MpYEMOro obbema

- DYHKLUMA NamaTH

- nogknovedue K CIP ¢ peMMoM aBTOMATHYECKDA MOMKK

- aBTOMaTHYeCKMA BbIHOC NOPLIHER U3 UMNMHAPOB ANA
TUWATENLHOMD NPOMBIBAHMA MaHMETHOW FONOBKM




ROTARY CAPPING MACHINES POTOPHBLIE YKYMOPOYHLIE MALWWHB

- capacity of up to 18 000 containers/hour - npov3eoauTEnsHOCTE Ao 18 000 ynakosox/yac

- with 3 to 15 capping spindles -07 3 0o 15 3aKpy4HBAIDWKX WNNHAENEH

- rotary, linear or vibrating cap feeders - POTOPHBIE, NMWHERHbIE UMK BUEDMDYIOLLKE OYHKEDLI ANA NOAAYW KPLILEK
- Pick & Place devices and customized caps grippers - Pick & Place ycTpoiicTBa W MHAMBMZYaNkHbIE 38XBaThl KPbILEK

- hysteresis magnetic clutches - TUCTEPE3NCHBIE MarHWTHbIE CLUENNeHHA

- best technology for precise capping torque - My41aa TEXHONOTMA TOYHOTO MOMEHTE 38KpY4YHBEHWA
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TWIST-OFF LINEAR CAPPING MACHINE

- specialized for glass jars and bottles
- precise and steady application of caps
- vacuuming

TWIST-OFF TUHEWHAS YKYNOPKA

- CMeuManbHo AN CTeKNAHHbIX 6aHOK W BYThINOK
- TOYHaA [ HaJexHana yKkynopka
- BAKYYMHpOBaHWe

LABELING MACHINES

- for glass and plastic containers

- cylindrical, flat, oval and complex-shape

- application of front and back label, top label
and collar label

ITUKETWPOBOYHLIE MALWWHGI

- IINA CTEKNAHHBIX W NNACTUKOBLIX YNaKoBOK

- ANA UMNMHAPWYECKKX, MNOCKKX, OBANBHBIX MK CNOMHOIR
hopMEl YIAKOBOK

- MPYKNENEaHNE NEPEgHEN, 3agHE, TOMN-3THKETKM K
KONMbEPETKM







filling + capping ability
for varied packages
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INDEX-6 Lid.

Ultra Clean filling & packaging lines for food and nonfood liguid products
Phone/Fax: (+359 32) 601 560; 601 570, Fax: (+359 32) 674 499
28 B, Kuklensko Shosse Street: Plovdiv 4004, Bulgaria

E-mail: info@index-6.com

www.index-6.com
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